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Efni: Vardar prystipréfun a oliulogn fra geymi nr. 2, i oliubirgdast6d EBK ehf.,
Keflavikurflugvelli.

Umhverfisstofnun béarust pann 26. febrtar sl. nidurstédur prystipréfunar 4 einni soglégn fra
geymi nr. 2, innan proéar 1 olfubirgdast6d EBK 4 Keflavikurflugvelli. Légnin er 10 tommu 16gn
med 8mm veggjapykkt.

Préfun f6r fram pann 25. febrdar sl. Prystingi var lyft upp i préfunarprysting, i 10 bara prysting
og préfad 1 4 kist. Mezlir af gerdinni WIKA, ser.nr. 54@1YP57 var notadur vid proéfunina og
prystingsbreytingar og hitastig skra® a 30 min fresti.

{ athugasemdum préfunarblads kemur fram ad so8inn hafi verid nyr flangs 4 10 ror vid loka
4 tank nr. 2.

Medfylgjandi eru samantektarbléd um préfanir. Lognin stodst prystiprofid.
Umbverfisstofnun sampykkir aframhaldandi notkun 4 16gninni. Bent er & ad prystipréfa skal

lagnir ad lagmarki 4 fimm &ra fresti.
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PRYSTIPROFANIR LAGNA. Vélsmidjan Orri ehf.

Fyrirtaeki: EBK ehf Dags.: _25.02.2020
Stadsetning: Félkavellir 8, 235 Keflavikurflugvollur

Pré6fad med:
Nyjar lagnir: Vatni:
Eldri lagnir: X Annad: _Jet-Al
Préfunarprystingur: 10 bar Préfunartimi: _4 kist.

Pipur er préfa skal i pessari lotu:

Kerfisnimer/notkun: Steerd pipu: Vinnuprystingur: Veggbykkt:

Ror fra tank nr. 2 273mm (10") 1 bar 8mm

Munur milli heesta og laegsta punkts 4 pipu: _0,4m

Hefur veri6 farid yfir 6ryggisreglur: J4, gert var dheettumat sem liggur fyrir

Hafa verid gerdar videigandi radstafanir til ad tryggja 6ryggi 4 svaedinu: J&

Medfylgjandi gogn:  Vottord fyrir préfun 4 prystimali (JIG 4.10.1)

Medfylgjandi gogn: Upplysingar um maela:
brysti- og hitastigs skraning: J& Gerd WIKA, malir nr. 54@1YP57, Cl. 1.0 . Maelisvid 16 bar.
Kerfismynd : Nei Mzelir borinn saman vi8 master i febrgar 2020

Nidurstada profs:

Sampykkt: E\_"\‘ Hafnad:

Athugasemdir:
Sodinn var nyr flangs a 10" ror vié loka 4 tank nr. 2.

Undirskrift framkveemdaadila: gwﬁ-’ é’@'rvv\dwc Dags.: 1304 9010

unnar Hannesson, kt. 28.06.63-2009

Undirskrift eftirlis'csmanns:‘ﬁ'ié‘?/z ;!“/ gfr%———— Dags.: o’b\(ﬂ 09@

EBK\brystipréfun lagna\Logn 10" fra tank nr. 2




PRYSTIM/LAR - 6 man préfun (JIG 4.10.1)
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4.10.1 Critical gauges shall be checked 6-monthly against a master gauge or dead-
weight tester. Fuelling equipment venturi gauges and test rig gauges should be
accurate to within 2% of full gauge deflection. Hose pressure test gauges and

other fuelling equipment pressure gauges should be accurate to within 5%
throughout their normal operating range.

brystimeelar 6 man JIG 4.10.1




